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	Flammability
	LOI: 18–21%; UL94: HB grade; Combustion rate: 40 mm/min
	Wang (2015) 
	ASTM D2863

	Molten Dripping Hazard
	Molten dripping temperature: >400°C; Fire ignition probability: increased by 60%
	Liu (2020) 
	ISO 9772

	Smoke Toxicity
	HCN emission: >100 ppm; CO emission: >1000 ppm
	Huang (2011) 
	NF X70-100

	Heat Release Rate
	PHRR: 800-1000 kW/m²
	Feyz (2010) 
	ISO 5660-1
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  Table 1   Risk Type Data  

Fire Risk Types  Key Data  Literature  Source  Test  Standard  

Flammability  LOI: 18 – 21%; UL94: HB grade;  Combustion rate: 40 mm/min  Wang (2015)   ASTM  D2863  

Molten Dripping  Hazard  Molten dripping temperature: >400°C;  Fire ignition probability: increased by  60%  Liu (2020)   ISO 9772  

Smoke Toxicity  HCN emission: >100 ppm; CO  emission: >1000 ppm  Huang  (2011)   NF X70 - 100  

Heat Release  Rate  PHRR: 800 - 1000 kW/m²  Feyz (2010)   ISO 5660 - 1  

           

